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Bowmac BS 197
brackets in 400x400
slab thickening at each
wall end
500mm deep 304 stainless steel
bench with 300mm upstand to
walls and B & F RB3PFT40WK
bowls installed.  40mm HepVo
waste valves fitted

StoreWC1 WC2 WC3 WC4

roof line

plywood
shelving, refer to
sheet AB-06

Concrete slab see
section A
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Bracing
a

Bracing to be 600mm wide 4.5mm JH
HomeRAB sheets fixed to HP 0.6
specification

Store

b

a

mn
KEY:

WC1 WC2 WC3 WC4

80Ø DP

80Ø DP

TV fixed to barge
board

Dimond roofing 200
half round guttering on
external brackets with
snow straps

Dimond Solar Rib
roofing set out
from centre so
equal parts at
each end

Roof plane diagonal
braces to be crossed
pairs of Lumberlock
strip brace
galvanised steel
straps with 8kN
tensioners, fixed to
framing as noted in
specification

TV fixed to barge
board

WALL  LEGEND

AB

Indicates 90 x 45 H3.2 framing,
studs @ 400mm c/c, bottom plate
seated on 90 wide x 190 high
concrete masonry upstand

Indicates 90 x 45 H3.2 framing,
studs @ 600mm c/c, bottom plate
supported on Bowmac bracket and
perimeter wall as per detail

C C
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face of barge
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plan
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roofing to overhang
fascia by 100mm

ex230 x 30 H3.1
fascia on ex 190 x 45
shaped end rafter full
length of eaves

190 x 90 masonry block
upstand,mortar onto slab,
reinforce with D12 horizontally
& R10 vertically @ 600c/c.
Lap with footing reinforcing.

140 x 45 H3.2 rafters @ 600c/c max

70 x 45 H3.2 nogs to
support ceiling linings

2/140 x 45 lintel

APL alum door, inward
opening, obscure single
glazing to top panel, bottom
panel to be p.c alum.
polystyrene

Provide 90 x 45 H1.2
nogs at Tek
screw locations for bench
brackets

roofing to overhang fascia
by 100mm

F.F.LF.F.L

Ridge flashing 200mm min each side with NO soft edge.
Fix over profiled compressible foam set 50mm
back from hemmed edge of flashing

40 x 10 single bevel
H3.2 timber bead
around upstand

ex230 x 30 H3.1 fascia on
ex 190 x 45 shaped end
rafter full length of eaves

500w x 600h APL Residential suite
window with awning sash, obscure
single glazing, flashed to separate
detail

Bottom plate fixed over DPC
to concrete block @1200c/c
with D10 starter bars

100mm concrete slab, reinforce
with SE62 mesh, 30 top cover.
Lay slab over DPM over sand
blinding over compacted fill.

COLORCOTE Zinacore Dimond Solar Rib roofing over
SISALATION SUREWRAP roofing underlay over 70 x 45 H3.2
purlins on flat @ 800c/c max. evenly spaced, with end purlins @
500mm c/c. Refer specification for fixings of roofing and purlins.

4.5mm Hardiflex soffitinterior wall and ceiling
linings to be 6mm
Hardieglaze Premium

4.5mm Hardiflex soffit
and ceiling lining

0.55BMT Colorcote ZR8
Corrugated cladding over
Sisalation SureWrap Wall underlay
over James Hardies HomeRAB

0.55BMT Colorcote ZR8
Corrugated roofing over
Sisalation SureWrap Wall
underlay over James Hardie
Home RAB

40 x 18 cornice

Bowmac bracket
refer detail

Form slab with
25mm fall

Neatly form hole through
nib wall, framing, lining and
cladding for pan wasteExisting Ground Level

2 D12 in footing

min

D12
R10 vertical at 600c/c
400mm into slab

40 TV

6mm Hardieglaze Premium

90 x 45 at 600 c/c to
internal walls

90 x 45 at 400 c/c to
external walls 2/90 x 45 lintel

1
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bench to be turned up at walls
only - see floor plan

timber framing

40 x 10 H3.2
single bevel
batten to top of
300mm up stand

batten in line with anti spill edge

500mm wide grade 304 s/s
bench with anti spill edges and
300mm up stand coved to 6mm
Premium Hardieglaze wall lining

450mm x 400mm 50x50x5 galv
angle to support bracket @ max
600 c/c, fixed into studs with 12g
x 50mm type 17 galv Tek
screws, & screw fixed to U/S of
bench.

40 x 10 H3.2 single
bevel batten finishing
to reveal

WINDOW
SILL

Burns & Ferrall RB3PFT40WK
sink welded into 304 stainless
steel bench

Methven Belaire Basin tap

HepVo 40mm hygienic waste valve

Water supply

WC WC

basin basin

toilets

Winter isolation valve

WCWC

basin basin

winter drain valve

all pipes laid to fall so that all
water will drain from system

Toilets:   Dux Vienna ceramic pan with 'P' trap and Vienna 4.5/3 cistern and Royal seat

Taps:  Methven Belaire Basin Taps with 15mm standard washer headworks

Isolation valves:  Isolation and drain valves to be Hansen fittings with removable handles.

basins

AD-05items as shown (AD-01,
AD-02); items handed
(AD-03, AD-04)
Measure width on site

items as shown (AW-
03, AW-04, AW-06);
item handed (AW-05)
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19 mm CD grade H3.2
CCA Ecoply structural
square edge shelving
with 12mm ply back

Shelving fixed through wall
linings into studs and wall
framing with 12g x 50mm type
17 galv. Tek screws min 9 to
side wall and 6 to end wall

AW-01-05

AW-06

AD01-05

WALL  LEGEND JOINERY LEGEND

500w x 600h powder coated APL
Residential aluminium window.
Complete with awning sash and
selected obscure glazing. Refer to
details for flashing installation
details

1600w x 600h powder coated APL
Residential aluminium window.
Complete with clear glazing. Refer
to details for flashing installation.

1850h powder coated APL
Residential alumunium door. Width
to be determined on site to suit
finishing detail to wall shown on
detail sheet. Selected obscure
glazing to top panel, bottom panel
to be powder coated aluminium
faced polystyrene. Note that the
bottom of the door is 130mm
above FFL. Refer to spec for
hardware.

Sink Details
1:10

Water schematic
1:50

Ablution Doors & Windows
1:50
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Store Shelving - Plan
Scale 1:50
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-

Store Shelving - Front Elevation
Scale 1:50
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19

COS 45

40
20

20
5 -10 mm gap

packing as required

Vertical corrugated Colorcote
ZR8 cladding

Full height packer for
jamb flashing support

40 x 10 bevelled timber
architrave

0.55 BMT Colorcote ZR8
sill flashing pop-riveted to
cladding at 300mm c/c

0.55 Colorcote ZR8
back flashing
SureWrap

Vertical corrugated Colorcote
ZR8 cladding

H3.2 timber reveal

6mm Premium
Hardieglaze

double sill trimmers to
take cladding

40 x 10 bevelled timber
architrave

6mm Premium
Hardieglaze

6mm Premium
Hardieglaze

H3.2 timber reveal

return SureWrap into window
opening & seal to framing with
Barrier Sealing tape

lintel

Trimming studs

single glazing

Return building wrap into window
opening & seal to framing with
Barrier Sealing tape

jamb flashing to continue to top
of head flashing

Line of head flashing above

Line of sill flashing below

line of jamb flashing in
background

head flashing shaped to lap over jamb
flashing, form stop end at jamb in front of
cladding, rivet and seal, cut around jamb
flashing and returned to sit against top flange
of joinery

jamb flashing shaped to
lap and go 25mm min
past sill flashing, rivet
and seal @ 50mm c/c

End dams
to head
flashing

'Z' flashing

10mm hem

0.55 BMT Colorcote
ZR8 jamb flashing pop-
riveted to cladding at
300mm c/c

10mm hem

Head Flashing

3mm Inseal 3259 tape seal
compressed 30% min
between window flange and
sill flashing

3mm Inseal 3259 tape seal
compressed 30% min
between window flange and
jamb flashing

Sisalation SureWrap over
James Hardie HomeRAB with
HomeRAB sealed to opening
with Barrier Sealing tape

Flashing Profiles
Flashing dimensions are approximate. Check all dimensions against as-built and joinery and
confirm/amend prior to fabrication.

Jamb Flashing

10mm hem

Back Flashing
Hem

15°

Sill Flashing

Return SureWrap into window
opening & seal to framing with
framing tape

Provide back support for
compressed Inseal Tape by
extending HomeRAB
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6mm Premium
Hardieglaze

Install wall lining prior
to installing joinery

Bowmac bracket

6mm Premium
Hardieglaze

2/190x45 bottom
plate checked to fit
Bowmac bracket
BS197

Wall studs fixed to
bottom plate with
steel straps
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bottom plate checked
over perimeter wall
bottom plate
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Corrugated Colorcote

Colorcote cap
flashing
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6mm Premium
Hardieglaze

M12 bolts, head
and nut recessed
into framing

Bowmac BS197
bracket
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Install wall lining prior
to installing joinery
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ELEVATION
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0

19
0

50

6

M12 trubolts

2/190x45 H3.2 SG8 bottom
plate checked over
perimeter wall bottom plate
shown shaded
Perimeter wall bottom plate fixed
to conc block with D10 starter
bars @ 1200c/c over DPC

100 series concrete block
on 10mm mortar on
concrete slab

D10 vert @ 600 c/c lapped
with footing reinforcing

D12 horiz

D12 bars @ 600c/c

D12 horizontal

Perimeter wall studs shown
dashed in background

Colorcote cladding 50mm
below bottom plate

NOTE: Allow for WC pan
'P' trap waste to penetrate
bottom plate and top of
concrete block
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0
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Corrugated Colorcote

Colorcote cap
flashing

Corrugated Colorcote

Colorcote cap
flashing
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Door Jamb Detail
Scale 1:5
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Wall Connection
Scale 1:5
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Wing Wall Flashing
Scale 1:5
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Bowmac Bracket Detail
Scale 1:5
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Bottom Plate Detail
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Wall Flashing
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20

2050

400mm
10

Corrugated Colorcote

'J' flashingTab 1

Tab 2

Corrugated Colorcote

Dimond Solar Rib

ex230x30 Fascia board
wrapped in Colorcote flashing

Fix cover to fascia

4.5mm Hardiflex soffit fixed @
200 c/c

Dimond 200 half
round spouting with
external brackets
and snow straps

200
20

200

Timber rafters fully
seated on top plate
and fixed with 2/90 x
3.15mm skew nails
plus 2 wire dogs

COLORCOTE ZR8
purpose made flashing

Dimond Solar Rib
roofing, turn up
ends under ridge
flashing

NOTE: Allow clear area
of 20mm on either side
of pan, to be installed
strictly in accordance
with the manufacturers
installation instructions
Z flashing on
double sided tape

Wall framing

70 x 45 blocking for
ceiling lining

400mm 25 x 1mm
strap with minimum
6/30 x 2.5mm nails
into each rafter

Notch flashing
fixed to ribs with
14g x 90mm
T17 screws

50

90

10

ex230x30mm H3.2 Barge
board wrapped in Colorcote
flashing

Fix cover at top

Line with rib top

C/Steel fascia cover
hemmed each end

4.5mm Hardiflex
soffit fixed @ 200 c/c

Solar Rib barge flashing
with 90mm cover to fascia

Solar Rib Roofing

NOTE: Outriggers, flying rafter and
barge board all cut down to enable
Coloursteel flashing to be
continuous from fascia to barge

Barge board and
fascia board to meet
parallel and square
at corner to enable
cover flashings to be
continuous. Allow to
cut down barge
board to suit

200mm half
round spouting
Fascia board

80Ø Downpipe
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